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INSTALLATION Volvo 8671457 ABS
NOTES!!

1. Volvo Factory SW download
After the ABS Control Module installation delete the existing DTC (Diagnostic Trouble Codes) by 
using diagnostic tool. If there is any CAN or other control module communication related fault codes 
remain then proceed with the factory SW download in order to program the unit to the actual car. In 
this case you have to initiate a paid programming session with a factory diagnostic tool with Volvo 
Central database. If you don’t have the necessary tool and access to the database then visit a Volvo 
dealer.

2. For calibration notes see the following section:
Test driving cars model year 2002-
The car must first be calibrated and then test driven if work is carried out on any vital components in 
the DSTC-system (steering wheel angle sensor, control module DSTC, control module steering angle 
sensor, brake pressure sensor (1 and 2), power brake booster or active yaw control sensor). 
Calibrating is carried out by using factory diagnostic tool or according to the last description in this 
document.
When calibrating in the workshop, position the car on a flat surface with the wheels pointing 
forward. Turn the steering wheel with the ignition turned on at least 15° to the right or left. Then turn 
the steering wheel to the center position and start calibrating.
The test drive must include at least one right and one left turn (more than 45°), cover at least 100 
meters and a braking from 50 km/h to a standstill.
The car has passed the test if the dynamic stability and traction control (DSTC) system does not light 
any lamps (the traction control lamp, the ABS warning lamp or the general brake warning lamp).
Calibrate and test drive as above if any work that may have affected the steering and /or the wheel 
alignment ( straight ahead position) has been carried out.

Calibrating (adaptation) without diagnostic tools
A special test drive can be carried out as an alternative to using factory diagnostic tool for 
calibration. Two basic requirements needed in order to carry out the calibration is that the lateral 
acceleration whilst driving must not be too high (no sharp turns) and the road surface must be even, 
smooth (no potholes, grooves etc) and not slippery.

1. Erase DTCs. Certain codes corresponding to calibration cannot be erased until calibration has 
been successfully carried out

2. Drive the car a distance of 30 km (18.64 miles) with regard to the above requirements. 
Calibration (adaptation)has been carried out 100% after driving the recommended distance. 
Driving a distance of 10 km (6.21 miles) gives a calibration of up to 75-80%. Calibration is 
not cancelled if DTCs are stored, which means that the test drive can continue

3. Return to the workshop and read off the DTCs. Calibration has been successful if no DTCs 
have been stored

4. If DTCs have been stored again, erase the DTCs and test drive again.


